
Manholes 

Kent Multi-Tray Internal Manhole—KMHD 1200/1200 

• Industrial Projects 

• Double Seal 

• 4 hex head lockdown/lifting 
points per tray 

• Deeper Profiles specified for 
heavier loads 

• Polished top edge 

• Screed grip channels as standard 

Kent Multi-Tray Internal Manhole Covers, KMHD 1200/1200/80 up to 
KMHD1200/1200/140 come in a variety of sizes and can be fabricated 
to any bespoke dimension up to 1200mm Square or a continuous 
trench in multiples of 600mm.. They are designed to be filled with ma-
terial to match the surrounding floor finish - Concrete, Resin or Tiles.   

The 80mm deep tray versions are Medium Duty to Heavy Duty load-
ing depending on their overall size and are suitable for Industrial  use 
with light or heavy vehicular traffic.  Typically these are used internally 
in Meat, Dairy, Beverage or Pharmaceutical Factories with white wellie 
traffic plus regular forklifts up to 11 ton depending on which variation is 
specified 

They come with a Double Seal as standard and have four lifting/
locking points per tray. These points are 80mm triangular plates. 
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Manholes 

Heavy Vehicular Traffic 

Lifting Handle 

()M12) 

Double 
Seal 

Tray depth can be increased from 80mm to 110mm or 140mm in order to 
achieve a higher loading on larger manhole covers. 

A partner you can rely on 

EPDM Sponge  Seal with 2 contact 

Trays must be filled with fibre 
reinforced concrete grade 
C35/45 to with 12mm of the 
top surface. 

Bracket for support beam must be secured into wall. 

Note: To account for bracket width, it may be necessary to specify a larger clear opening. 
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Product Code Clear Opening 
Visible Frame 

Size 
FACTA 
Class 

KMHD1200/600/80 1200 x 600mm 1344 x 744mm B 

KMHD1800/600/80 1800 x 600mm 1944 x 744mm B 

KMHD1200/1200/80 1200 x 1200mm 1344 x 1344mm B 

Specify: Kent Multi-tray Internal Manhole KMHD 1200/1200/80; 1200mm x 
1200mm clear opening; 80mm Tray depth; Double Seal; Grade 304 Stainless 
Steel; Loading FACTA B 

(Amend underlined words to suit project) 

EN1253 Class 

Available 

Load  

Capacity 

M125 12.5T 

N250 25T 

P400 40T 

FACTA Class 
Available 

Load   

Capacity 

B 5T 

C 6.5T 

D 11T 

The manholes can be specified as 2 tray rectangular, 4 tray square or a long 
trench run in multiples of 600mm. 

   
 

 
 

    


